






Study of Sensible-Latent Heat Thermal Energy Storage 
M槌組oriTAKEUCHI and Teruo KIMURA 
(Received Aug. 10， 1991) 
The sensible-latent heat thermal storage tank was proposed here. The tank was 
composed of the vertical bundle of brass tubes being filled with the phase change material 
and of the vertical outer cylinder. The outer diameter of the bundle was less than the 
inner diameter of the outer cylinder， sothat a considerable volume of water for the 
sensible heat s七oragew槌 containedin the tank. The charge and discharge characteristics 
was examined回 dit w舗 clarifiedhere that the eXIstence of the water for sensible heat 
storage improves the thermal ch紅 acteristicsof the tank. Especially， incomparison with 
the characteristics of thermal storage tank without water for sensible heat storage， the 
water temperature at the outlet is insensible to the ou七日owrate， and the larger amount 
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アクリル樹脂製である.潜熱剤封入管には両端が控封された内径 13mm，外径 15mm，長さ 800
mm (潜熱剤封入部の長さ 780mm)の黄銅管を用い，潜熱剤としてアデカサーモトップ45(凝固












て実験した.すなわち蓄熱槽に満水状態になるように一様温度の水を満たし， ヒーター出力 p= 
o • 5 ， 1. 0， 1. 5 kWの3種類の一定出力で加熱し，それぞれ槽内最上部の測温点の温度が約 65ac 
になるまで加熱を継続する蓄熱実験，および p= 1.0 kWで同様に加熱した後， 30分間保持し，そ
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出し温水の使用限界温度 Tout との差 Ts-Toutがとってある. 図9.10より明らかなように各形
式とも使用限界温度を高く見積ると， 取り出された積算温水量 Ql の取り出し流量 Qによる差が
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図11 蓄熱槽内の鉛直方向の温度分布
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